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TR 500 with Hand-operated Trigger

to work with glue sticks
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Fig. TR 500 with magnetic depositing system





                           Made in Germany
	The TR 500 works with glue sticks that are    90-300 mm long and have a diam. of 11,3mm.

And that’s new about the TR 500 

The Melting System

Patented melting block

(efficient and continuously rated)

Precision temperature control (+/- 1°C)

Form and Function

Ergonomic trigger

Functional triggering mechanism

Narrow design

Removable cable

Particulary light cable
	
	Magnetic Depositing System

Magnets are integrated in the handle and new stand where you can deposit your glue gun.

To render work easier and more comfortable
Comfortable working and accurate dosing. The new hand-operated trigger and the newly developed heating system enable an optimum dosing of the material to be glued at a minimum expenditure of energy.

Working with varying types of adhesives.

 The hybrid-regulated temperature control enables an infinitely variable adjustment of the working
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	temperature; thus it is possible to work with the most varying adhesives e.g. polyamide (PA), polyethylene (PE).
Optimum working temperature.  The precision temperature control ensures the correct working temperature for the particular material to be glued.
Ready for operation within 90 seconds. The new melting system ensures shor heating-up times.
Greater adhesive discharge. The new melting system of the TR 500 always supplies sufficient adhesive at an optimum working temperature. It allows continiuous working. There are no unde-sireable heating-up interruptions as with PTC devices.
	
	Easy and comfortable handling. The narrow shape of the TR 500 allows an unobstructed view of the entire material to be glued.
Unimpeded working. The cable of the TR 500 can be removed for a short time. So, it is for instance possible to work at places hard to get at.
Easy depositing of the gun. The magnets integrated in the handle enable the TR 500 to be deposited comfortably and safely on the stand.
Consequent to the last detail. Accessories offered in great variety allow very individual applications.


Technical Data

	   Voltage

   Heating capacity

   Temperature control

   Operating temperature

   Overheat protection

   Extrusion rate per hour approx.

   Control bulb power

   Control bulb heating

   Stick diameter in mm

   Weight
	TR 500

230 V*

125 W

electronic

100 – 205°C***

thermal protector

1.650 g

yes

yes

11 – 12

400 g
	TR 501

230 V*

125 W

electronic

approx. 200°C

thermal protector

1.650 g

yes

yes

11 – 12

400 g
	TR 502

230 V*

40 W**

PTC

approx. 200°C

--

950 g

--

--

11 – 12

400 g


*    120 V on request

**   When gun is cold power consumption is very high (temporarily up to 500W)

       When gun is hot, power consumption approx. 20 W

*** Temperature continuously adjustable from 100-205°C; hence, the gun also can work with Low Temperature glue sticks.
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